 
City Mandated Shelter Requirements:
1. Each Shelter shall be provided with 2-4 lifting hooks so that the Shelter can be lifted, by crane as a single unit.

2. Shelters shall be delivered to the Buyer fully assembled and transported as a single unit.

3. Shelters shall be furnished to fit within the standard shelter anchor bolt pattern provided by the Buyer, or provide Shelter with an anchor bolt pattern that has no anchor bolts within six inches of the standard Shelter bolts.  Shelters to be installed at locations where they will be replacing an existing Shelter, shall each be furnished to fit within the standard shelter anchor bolt pattern provided by the Buyer or provide Shelter with an anchor bolt pattern that has no anchor bolts within six inches of the standard Shelter bolts and that does not conflict with locations of existing bolts. 

4. Shelters shall be designed and constructed such that the complete Shelter shall have outside dimensions no greater than 5 feet wide by 12 feet long by 8 feet tall, exclusive of the "canopy" described below.  Shelter canopies shall be that portion of the Shelter between 8 feet and 10 feet above the elevation of the concrete shelter pad.  Shelters shall be designed to fit on a concrete pad six (6) feet by thirteen (13) feet with a minimum clearance of six (6) inches on all four sides.  (Thirteen foot dimension will be approximately parallel to adjacent roadway.) Shelters shall be designed to fit on a concrete pad with a maximum two (2) percent slope in any direction.  

5. Shelter canopies shall have a footprint coverage of no less than 5 feet by 12 feet and shall not extend past the required 5 feet by 12 feet footprint by more than 2 feet in any direction.  Canopies shall have a height clearance of no less than 8 feet above the surrounding grade and a total height of no greater than 10 feet above the surrounding grade.  (There shall be no portions of the Shelter with a head clearance of less than 8 feet.)

6. Shelters shall be designed and fabricated such that they are capable of free-standing, on a paved surface with a 2 percent slope, without the need for bolting down, temporary bracing or temporary supports.  Shelters shall be bolted into place, on the concrete slab by the Buyer, but must be capable of free-standing while they are being installed and in the event that they may become unbolted for some reason.  

7. Shelters shall be designed with adequate clearances and access to allow the Shelter’s anchor bolts to be installed after the shelter has been set into its final location.

8. Shelters shall provide covered, comfortable seating capacity for at least 3 people plus space for one wheelchair under the required 5 feet by 12 feet canopy footprint of the Shelter.

9. Shelter shall be provided with materials that are practical for the application, easy to install, have common maintenance, shall withstand vandalism, shall withstand normal weathering without corroding, frequent high-pressured cleaning. Each Shelter shall be constructed out of materials and finishes that are non-corrosive, non-flammable, non-toxic, non-hazardous, durable, safe, easy to maintain and install, theft and tamper-resistant, and should incorporate environmentally sustainable materials where possible.  Shelters shall not contain any of the following materials:  wood, organic material or other biodegradable agricultural products, plastics (except Lexan or Polycarbonate no less than three-quarters (3/4) of an inch thick), PVC's, Plexiglas, or materials that will create a leachate or stain the Shelter’s concrete pad during normal weathering or maintenance (e.g. uncoated steel). 

10. Shelters shall be designed with a life expectancy of no less than fifteen years.

11. Shelters shall be designed such that an approaching bus driver can see inside the Shelter, both the seating and standing areas, to determine if there are waiting passengers from no less than 100 feet away from the Shelter. 

12. Shelters shall be designed to accommodate people of all ages safely.

13. Shelter design shall comply with American with Disabilities Act.  

14. Shelter design shall comply with all applicable codes and ordinances.

15. Shelter designs shall be respectful and appropriate for the area where they are located and offer a unique and defining statement for that location.  

16. Shelters shall be provided to meet and fit within the individual site constraints at each unique site location.  

17. Shelter designs shall take into account the bus stop signs and trash cans that must also be installed at each of the stops, adjacent to the Shelters. Shelters shall be designed with an appropriate interior location for the installation of the standard Athens Transit Route Racks, with a top height of 48 inches above the finished grade of the Shelter pad.

18. If the Seller requests to fabricate and install a Shelter on-site at no additional cost to the Buyer, then the Buyer shall not unreasonably deny such a request provided the Seller provides evidence of insurance as detailed in Exhibit A.  Additionally, such on-site fabrication and/or installation shall meet all of the Shelter Requirements herein.  Once Shelter has been completed on-site it shall be capable of being lifted and transported as a single unit.

